
PROTECTION SUITABLE FOR 
INDOORS AND OUT

ArmaFlex
WB Finish
A durable coating for use over ArmaFlex insulation 
for protection against UV, weather, and ozone 
damage or where a clean, white finish is desired.

Formulated for cold weather flexibility to resist cracking//
Water-based, 100% acrylic is fast drying without solvent fumes//
Outdoor surfaces should be recoated every 2-4 years//

www.armacell.com



TECHNICAL DATA - ARMAFLEX WB FINISH

Brief description White, water-based, 100% acrylic flexible coating. Tinting possible for indoor use only, 4 ounces of tint per gallon of WB Finish. Do not 
recommend tinting for outdoor applications.

Property Value / Assessment Standard / Test method

Other technical features

Application conditions Brush, roller or spray. An airless spray unit with 200 to 3000 PSI capabilities. Apply at temperatures above 50°F 
(10°C) and when no freezing temperatures are expected for 24 hours. Four hours minimum for application of 
second coat, at least 24 hours to dry completely.

Coverage 200 - 400 sq. ft. (37 sq. m.) per gallon per single brush coat, depending on temperature and substrate.

Shelf life One year in original sealed container. Storage temperature 60° to 80°F (16° to 27°C). Keep from freezing.

Solids content Approximately 65% by weight and 53% by volume. Viscosity 95 - 120 KU
1 Tested in the dry state.
2 Not flammable; water-based



ABOUT ARMACELL

As the inventor of flexible foam for equipment insulation and a leading provider of engineered foams, Armacell develops 
innovative and safe thermal and mechanical insulation solutions that create sustainable value for its customers. Armacell's 
products significantly contribute to driving energy efficiency worldwide. With more than 3,100 employees and 26 production 
plants in 20 countries, Armacell operates two main businesses, Advanced Insulation and Engineered Foams. Armacell focuses 
on insulation materials for technical equipment, high-performance foams for acoustic and lightweight applications, recycled PET 
products, next-generation aerogel technology and passive fire protection systems.

For more information, please visit:
www.armacell.com

All data and technical information are based on results achieved under the specific conditions defined according to the testing standards 
referenced. Despite taking every precaution to ensure that said data and technical information are up to date, Armacell does not make any 
representation or warranty, express or implied, as to the accuracy, content or completeness of said data and technical information. Armacell also 
does not assume any liability towards any person resulting from the use of said data or technical information. Armacell reserves the right to 
revoke, modify or amend this document at any moment. It is the customer’s responsibility to verify if the product is suitable for the intended 
application. The responsibility for professional and correct installation and compliance with relevant building regulations lies with the customer. 
This document does not constitute nor is part of a legal offer to sell or to contract.

At Armacell, your trust means everything to us, so we want to let you know your rights and make it easier for you to understand what information 
we collect and why we collect it. If you would like to find out about our processing of your data, please visit our Data Protection Policy.
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